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Drilling the tap hole - Topmount models

Step 1.

Locate the pre-marked tap hole cuttings on the back side of the sink (each hole has a 35mm diameter). Make sure 
to cut open the appropriate tap hole according to the orientation you wish your sink to have. All sink models can be 
used as right or left handed sinks.

Step 2.

To finish drilling one of the pre-marked tap holes, use a diamond drill with a cylindrical bit (hole saw suitable for 
cutting through granite). Operate with care.

Note

Your undermount installation is performed by the builder in collaboration with the stonemason and the type of glue 
and/or use of the installation bolts and brackets provided is dependent on the type of material used for the benchtop. 
Please refer to the cut-out size specification for your sink model on our website. 

Tape measure Pencil Clear Silicone Drill* JigsawScrew Driver Safety Gear

Installation instructions for your Platinum Quartz Sink

EQUIPMENT REQUIRED
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Quartz Sink Installation Guide Version 4.0

* With a 35mm Diamond Hole Saw (suitable for cutting through granite)
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-10mm 30-40m m

Sink Installation - Topmount

Step 3.

Place the sink upside down in the position where it is to be installed, and trace the outline of the sink on the 
countertop with a pencil. Draw another line 10mm inside the first line and cut a hole in the countertop following 
the second, inner line.

Step 4. 

Apply a thick layer of silicone around the edge of the opening in the worktop at the point of contact with the sink. 
Place the sink into the opening and wipe away any excess silicone immediately.

Step 5. 

Make sure that your sink is centered and start screwing in the fixing clips, starting from the centre and working, in a 
crisscross order.

Plug and Waste Connection

Follow the instructions included in the plug and waste packaging.
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