
Slider

  limit the action of the spring by tightening the adjustment screw.

 When using a light door, an under-tightened adjustment screw may result in a fast opening 
 of the door.
 Do not over-tighten the adjustment screw as this may damage the Slider.
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Dear Customer:
The SLS-ELAN stay was designed and manufactured with
Sugatsune utmost care in order to give you a high performance
and smooth operation on a long-term basis. We ask you to follow 
these instructions for best possible results and carefree use 
throughout its lifetime.

Safety recommendations:

  the arm before it is securely attached to the door. Failure to observe this advice may lead to 
  bodily injury.

Warranty:

  however experience any difficulty, please refer to your local supplier or the Sugatsune export 
  department (export@sugatsune.co.jp).

  cannot accept any liability for damaged incurred while using this stay.

Specifications:

  Lifting Power calculation is: Door height (mm) x Weight of door including handle (kg).

  can be used. It is given on an indicative basis only and does not constitute a guaranty in itself.
  Please always test assembly.

Installation instructions
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Assembly

Fix the front of the cover and then clip the back 
in place.

To remove cover, pull the back side first.



Installation drawing

Main body fixing screws 3.5x35

Line the top of the stay with the top of the cabinet, and the front 
plate of body (shown above) with the face of the cabinet.
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Mounting plate

Make sure that the mounting plate pin is 
    facing towards the inside of the cabinet. Mounting plate fixing screws 

3.5x12

When installing the door, do not bend the arm down as it may 
spring back violently and cause injury.

Body

19mm overlay concealed hinge (not included)

Handle (not included)

SLS-ELAN body (1 piece)

Mounting plate
   (1 piece)

Fixing bolt for 

   (1 piece)

Body cover (1 piece)
    Left cover shown (right cover is symmetrical)

Mounting plate fixing 
    screws 3.5x12
    (2 pieces)

Main body fixing screws 3.5x35
    (2 pieces)

Set content Installation

When using a concealed hinge with a different 
    overlay, please consult your local retailer

thickness up to 4mm. When using thicker packing seal, 
deduct its thickness from the dimensions above. 

Example:
When packing seal thickness is 5mm, dimensions are:

For concealed hinge installation, please follow the
       manufacturers instructions.
       Sugatsune recommends its 230-type 19mm overlay 
       one-touch concealed hinge.


